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SUMMARY DESCRIPTION  OF PROPOSED PROJECT

INTERIOR RENOVATIONS ON THE FIRST FLOOR OF 90 BRIDGE STREET, NEWTON, MA. 

THE EXISTING BUILDING IS A 2 STORY STRUCTURE. 

THIS PROJECT INVOLVES INTERIOR RENOVATIONS IN A VACANT OFFICE SPACE OF APPROXIMATELY 4,580 SQFT. 
NO MODIFICATIONS ARE OCCURRING TO EXISTING AREA SEPARATIONS, FIRE RATINGS, EGRESS PATHS, OCCUPANCY
OR USE GROUP. 

CODE REVIEW

USE GROUP CLASSIFICATION:
B BUSINESS

CONSTRUCTION TYPE:
TYPE IIIB

SPRINKLERS:
THE BUILDING IS FULLY PROTECTED BY AN APPROVED SPRINKLER SYSTEM 

APPLICABLE REFERENCE CODES:
780 CMR/2009      INTERNATIONAL BUILDING CODE [IBC] AS AMENDED
780 CMR/2009      CHAPTER 34 IBC/2009 INTERNATIONAL EXISTING BUILDING CODE [IEBC] AS AMENDED
521 CMR              MASSACHUSETTS ARCHITECTURAL ACCESS REGULATIONS
527 CMR              MASSACHUSETTS FIRE PREVENTION REGULATIONS

EGRESS ANALYSIS

REFERENCE 780 CMR/IBC 2009  TABLE 1004.1.1:  
CALCULATE 1 OCCUPANT PER 100 GROSS SQUARE FEET. 

GROSS SQUARE FOOTAGE:  TENANT SPACE= 4,580 SQ.FT.

TENANT OCCUPANT LOAD: 46 PERSONS 

THE DISTANCE BETWEEN EGRESS DOOR 1 & EGRESS DOOR 3 EXCEEDS 1/3 OF THE
MAXIMUM OVERALL DIAGONAL DISTANCE OF THE TENANT SPACE;

        DISTANCE BETWEEN EGRESS DOOR 1 & 3: 60'
        MAXIMUM OVERALL DIAGONAL DISTANCE: 104'-9" 

NUMBER OF EXITS REQUIRED: 2
NUMBER OF EXITS PROVIDED: 3

REQUIRED EGRESS WIDTH PER OCCUPANT: REFERENCE 780 CMR/IBC 1005.1
DOORS: 46 PEOPLE X 0.2 INCHES PER PERSON= 9.2 INCHES
STAIRS: 46 PEOPLE X 0.3 INCHES PER PERSON= 13.8 INCHES

PROVIDED EGRESS CAPACITY:
EGRESS DOOR 1 PROVIDES 36 INCH WIDTH
EGRESS DOOR 2 PROVIDES 36 INCH WIDTH
EGRESS DOOR 3 PROVIDES 36 INCH WIDTH

THE PROVIDED EGRESS CAPACITY EXCEEDS CODE REQUIREMENTS.  
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BUILDING SECTION CALL-OUT

PLAN & SYMBOL LEGEND

111 DOOR NUMBER 

EXISTING DOOR

NEW DOOR

PARTITION KEY

PARTITION TYPE 1

EXISTING DOOR TO BE DEMOLISHED

1/A-800
INTERIOR ELEVATION CALL-OUT

1
A-900

DETAIL CALL-OUT

1/A-600

RCP SYMBOL LEGEND

1
REVISION CALL-OUT

0'-0"

ELEVATION
ELEVATION HEIGHT CALL-OUT

ACT ACOUSTICAL CEILING TILE

ADJ ADJUSTABLE

8'-0"
GWB

CEILING HEIGHT

CEILING CALL OUT

CEILING MATERIAL

ABBREVIATIONS

AFF ABOVE FINISH FLOOR

CLG CEILING

COOR COORDINATE

CLR CLEAR

DET DETAIL

DWG DRAWING

DN DOWN

FT FEET

FLR FLOOR

FTG FOOTING

GA GUAGE

GWB GYPSUM WALL BOARD

HP HIGH POINT

HT HEIGHT

HVAC HEATING/VENTILATION/AIR CONDITIONING

LP LOW POINT

MAX MAXIMUM

MECH MECHANICAL

MIN MINIMUM

MISC MISCELLANEOUS

MO MASONRY OPENING

NIC NOT IN CONTRACT

NTS NOT TO SCALE

OC ON CENTER

OPP OPPOSITE

PL PLATE

PLAM PLASTIC LAMINATE

PLYWD PLYWOOD

REQD REQUIRED

RM ROOM

RO ROUGH OPENING

SEC SECTION

SIM SIMILAR

SOG SLAB ON GRADE

SPEC SPECIFICATIONS

SQ SQUARE

CMU CONCRETE MASONRY UNIT

STD STANDARD

STL STEEL

STRUC STRUCTURAL

T&B TOP AND BOTTOM

UNO UNLESS NOTED OTHERWISE

VCT VINYL COMPOSITION TILE

VEST VESTIBULE

VIF VERIFY IN FIELD

W/O WITHOUT

WWF WELDED WIRE FABRIC

MATERIALS

CONCRETE (CAST IN
PLACE OR PRECAST)

BRICK

CONCRETE MASONRY UNIT

EARTH

BATT INSULATION

RIGID INSULATION

UNDERBED MATERIAL

PLYWOOD

WOOD, FINISHED

WOOD, ROUGH

STRUCTURAL STEEL
LARGE SCALE

MISC METAL
LARGE SCALE

STRUCTURAL 
STEEL MISC METAL
SMALL SCALE

REVISION CLOUD

EXISTING LIGHTING TO BE REMOVED

EXISTING LIGHT FIXTURE TO BE REMOVED

RETURN AIR GRILLE, REFER TO MECH. DRAWINGS

INLAY SUPPLY DIFFUSER, REFER TO MECH. DRAWINGS

NEW 2'X2' A.C.T. & GRID

CR CARD READER ACCESS (BY TENANT)

EXISTING / NEW CONCEALED TYPE SPRINKLER HEAD (SHOWN FOR REFERENCE), 
REFER TO FIRE PROTECTION DRAWINGS

EXISTING 2'X2' A.C.T. & GRID TO REMAIN

A-020

ABBREVIATIONS,
SYMBOLS , & LEGENDS

P TENANT SUPPLIED CEILING MOUNTED PROJECTOR, REFER TO ELECTRICAL
DRAWINGS FOR POWER REQUIREMENTS

EXISTING PARTITION/ITEM TO BE DEMOLISHED

EXISTING PARTITION/ITEM TO REMAIN

AREA NOT IN CONTRACT

NEW PARTITION

LIMIT OF WORK

M WALL MOUNTED MONITOR LOCATION

OFFICE
200 ROOM NUMBER 

ROOM DESIGNATION

ROOM NAME 

FLOORING TYPE#-#

LVT LUXURY VINYL TILE

ALTERNATE 1
-PROVIDE SEPARATE PRICE TO FURNISH AND INSTALL ALL MECHANICAL, PLUMBING AND 
ELECTRICAL WORK ASSOCIATED WITH LABS BL2-113 AND WET LAB 115 AS INDICATED ON
AHA DRAWINGS (LIST DRAWINGS). 

ALTERNATE 2
-PROVIDE SEPARATE PRICE TO FURNISH AND INSTALL FLOOR AND ROOF OPENINGS, SHAFT ENCLOSURES
ROOF CURBS AND PATCHNG AS REQUIRED TO ACCOMODATE MECHANICAL AND PLUMBING WORK ASSOCIATED 
WITH ALTERNATE 1.

ALTERNATE 3
-PROVIDE SEPARATE PRICE TO FURNISH AND INSTALL NEW PLASTIC LAMINATE COUNTERTOP OVER EXISTING
 CABIENTS IN KITCHEN 112.

ALTERNATE 4
-PROVIDE SEPARATE PRICE TO REMOVE EXISTING CABINETS AND FURNISH AND INSTALL NEW MILLWORK IN 
KITCHEN 112. REFER TO ELEVATIONS 1/2 A-800.

ALTERNATE 5
PROVIDE SEPARATE PRICE FOR ADDITIONAL COST TO FURNISH AND INSTALL LVT-1 AT KITCHEN 112
IN LIEU OF SPECIFIED TILE INDICATED ON DRAWNGS. 

 
ALTERNATE 6

PROVIDE SEPARATE PRICE  FOR ADDITIONAL COST TO  FURNISH AND INSTALL ACT-2 CELING GRID AND TILE
IN BL-2 113 AND WET LAB 115 IN LIEU OF SPECIFIED. 

ALTERNATE 7
PROVIDE SEPARATE PRICE TO FURNISH AND INSTALL UNDERCARPET RACEWAY FOR POWER AND DATA
IN CONFERENCE ROOM 107.  REFER TO ELECTRICAL DRAWINGS.

ALTERNATE 8
PROVIDE SEPARATE PRICE TO FURNISH AND INSTALL MILLWORK IN PHONE ROOM 102

ALTERNATE 9
PROVIDE SEPARATE PRICE TO FURNISH AND INSTALL DUAL SWITCHING IN CONFERENCE ROOM 107. REFER 
TO ELECTRICAL DRAWINGS

ALTERNATE 10
FURNISH & INSTALL FULL SCOPE OF TEL/DATA WORK. THIS WORK INCLUDES ALL WIRING, CABLE 
MOUNTING/TRAY, CONDUIT, PATCH PANELS, TESTING & CERTIFICATION, REFER TO 
ELECTRICAL DRAWINGS AS REQUIRED. 

ALTERNATE 11
PROVIDE SEPARATE PRICE TO INSTALL 2 ADDTIONAL COATS OF WAX ON VCT AT BL-2 113 AND WET LAB 115

ROUND SUPPLY DIFFUSER, REFER TO MECH. DRAWINGS

LINEAR SUPPLY DIFFUSER, REFER TO MECH. DRAWINGS

DESCRIPTION OF ADD ALTERNATES

NEW LIGHT FIXTURE

NEW LIGHT FIXTURE

FE FIRE EXTINGUISHER

RECESSED-MOUNTED BY LARSEN "OCCULT SERIES" 
MODEL # AL-0-2409 W/ SOLID DOOR-LESS
HANDLE W/ WHITE VERTICAL DIE CUT LETTERING. 
PROVIDE MULTIPURPOSE DRY CHEMICAL TYPE, 
10 LB. CAPACITY, MULTI-PURPOSE RATED 4A, 80
B-C EXTINGUISHER FOR EACH CABINET.
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1. SUMMARY
WORK NECESSARY FOR COMPLETE DEMOLITION INCLUDES FURNISHING LABOR FOR DEMOLITION, REMOVAL
OF DEBRIS, PATCHING AS REQUIRED, CONTROL DUST, AND NECESSARY PERMITS. 

2. DEMOLITION SCOPE
DEMOLITION IS NOT NECESSARILY LIMITED TO WHAT IS SHOWN ON THE DRAWINGS. THE INTENT IS TO 
INDICATE THE GENERAL SCOPE OF DEMOLITION REQUIRED TO COMPLETE THE WORK HEREIN. IF QUESTIONS
ARISE AS TO THE REMOVAL OF ANY MATERIAL IN ACCORDANCE WITH THE CONTRACT DOCUMENTS, CLARIFY
THE POINT IN QUESTION WITH THE ARCHITECT PRIOR TO PROCEDING.

3. TYPES OF SELECTIVE DEMOLITION WORK
DEMOLITION WILL REQUIRE THE SELECTIVE REMOVAL AND SUBSEQUENT OFF SITE DISPOSAL OF ITEMS
SPECIFICALLY CALLED OUT ON THE DEMOLITION DRAWINGS.

4. SCHEDULE
SUBMIT SCHEDULE INDICATING PROPOSED SEQUENCE OF OPERATIONS  FOR SELECTIVE DEMOLITION
WORK TO ARCHITECT AND THEIR CONSULTANTS, THE OWNER'S REPRESENTATIVE, AND BUILDING OFFICIALS
FOR REVIEW. INCLUDE COORDINATION FOR SHUT-OFF,CAPPING, AND CONTINUATION OF UTILITY SERVICES S
REQUIRED TOGETHER WITH DETAILS FOR DUST AND NOISE CONTROL. PROVIDE DETAILED SEQUENCE OF
DEMOLITION, FLOOR-BY FLOOR, WHERE APPLICABLE, AND REMOVAL WORK TO ENSURE UNINTERRUPTED
PROGRESS OF OWNER'S ON-SITE OPERATIONS, AND GENERAL BUILDING OPERATIONS.

5. CONDITION OF STRUCTURES
OWNER ASSUMES NO RESPONSIBILITY FOR ACTUAL CONDITION OF ITEMS OR STRUCTURES TO BE
DEMOLISHED

CONTRACTOR SHALL NOTIFY ARCHITECT AND OWNER IMMEDIATELY IF ANY ASBESTOS CONTAINING MATERIAL
(ACM) OR SUSPECTED ACM IS FOUND OR DAMAGED. CONTRACTOR SHALL CREATE APPROPRIATE SEQUENCE
OF WORK BETWEEN ASBESTOS ABATEMENT AND DEMOLITION WORK IF REQUIRED.

CONDITIONS EXISTING AT THE TIME OF COMMENCEMENT OF CONTRACT WILL BE MAINTAINED INSOFAR
AS PRACTICAL.

6. PARTIAL DEMOLITION AND REMOVAL
STORAGE OF REMOVED ITEMS SCHEDULED TO BE SALVAGED SHALL BE COORDINATED BY THE CONTRACTOR
PERFORMING THE WORK,

7. PROTECTIONS
PROVIDE PROTECTIVE BARRICADES, PROTECTIVE CANOPIES, AND OTHER FORMS OF PROTECTION AS
REQUIRED TO PROTECT OWNER'S PERSONNEL AND GENERAL PUBLIC FROM INJURY DUE TO DEMOLITION
WORK. 

PROVIDE PROTECTIVE MEASURES AS REQUIRED TO PROVIDE FREE AND SAFE PASSAGE OF OWNER'S
PERSONNEL, TENANT, THEIR EMPLOYEES AND THEIR INVITEES, AND GENERAL PUBLIC TO AND FROM
OCCUPIED PORTIONS OF BUILDING.

PROTECT ALL WALLS, WINDOWS, DOORS, FRAMES, HARDWARE AND OTHER ITEMS SCHEDULED TO REMAIN
FROM ALL DEMOLITION WORK U.N.O.

PROTECT FROM DAMAGE ALL EXISTING FINISH WORK THAT IS TO REMAIN IN PLACE AND BECOMES
EXPOSED DURING DEMOLITION OPERATIONS.

COVER AND PROTECT FURNITURE, EQUIPMENT, FIXTURES AND OTHER ITEMS  FROM SOILING OR DAMAGE
WHEN DEMOLITION WORK IS PERFORMED IN ROOMS OR AREAS.

PROTECT FLOORS WITH SUITABLE COVERINGS WHEN NECESSARY.

CONSTRUCT TEMPORARY SOLID DUST-PROOF PARTITIONS WHERE REQUIRED TO SEPARATE AREAS WHERE
NOISY OR EXTENSIVE DIRT OR DUST OPERATIONS ARE PERFORMED. EQUIP PARTITIONS WITH DUST-PROOF
DOORS AND SECURITY LOCKS IF REQUIRED.

PROVIDE TEMPORARY WEATHER PROTECTION DURING INTERVAL BETWEEN DEMOLITION AND REMOVAL
OF EXISTING CONSTRUCTION ON EXTERIOR SURFACES AND INSTALLATION OF NEW CONSTRUCTION TO
ENSURE THAT NO WATER LEAKAGE OR DAMAGE OCCURS TO STRUCTURE OR INTERIOR AREAS OF
EXISTING BUILDING. REMOVE PROTECTIONS AT COMPLETION OF WORK.

8. DAMAGES
PROMPTLY REPAIR DAMAGES CAUSED TO ADJACENT FACILITIES OR ELEMENTS BY DEMOLITION WORK
AT NO ADDITIONAL COST TO OWNER.

9. TRAFFIC
CONDUCT  DEMOLITION OPERATIONS AND DEBRIS REMOVAL IN A MANNER TO ENSURE MINIMUM
INTERFERENCE WITH ROADS, DRIVES, WALKS AND OTHER ADJACENT OCCUPIED FACILITIES.

10. UTILITY SERVICES
MAINTAIN EXISTING UTILITIES TO REMAIN, KEEP IN SERVICE,  AND PROTECT AGAINST DAMAGE DURING
DEMOLITION OPERATIONS. PROVIDE TEMPORARY LIGHT AND POWER AS REQUIRED. REFER TO DRAWINGS
FOR ADDITIONAL INFORMATION

REMOVAL OF ANY EQUIPMENT, CABLING, SWITCHES AND CONDUIT PERTAINING TO DATA/VOICE
COMMUNICATIONS AND TELEPHONE SHALL BE VERIFIED WITH THE RELEVANT SERVICE COMPANY OR
REPRESENTATIVE AS REQUIRED.

 

11. INSPECTION
PRIOR TO COMMENCEMENT OF DEMOLITION WORK, INSPECT AREAS IN WHICH WORK WILL BE PERFORMED.
PHOTOGRAPH EXISTING CONDITIONS OF STRUCTURE, SURFACES, EQUIPMENT, OR TO SURROUNDING
PROPERTIES, WHICH COULD BE MISCONSTRUED AS DAMAGE RESULTING FROM DEMOLITION WORK. FILE
WITH OWNER PRIOR TO STARTING WORK.

12. PREPARATION
ALL EXISTING BUILDING STRUCTURAL ELEMENTS INCLUDING BUT NOT LIMITED TO BEAMS, COLUMNS, POSTS,
TRUSSES AND BEARING WALLS ARE TOI REMAIN U.N.O.

CONTRACTOR IS SOLELY RESPONSIBLE FOR ANY INTERIOR AND EXTERIOR SHORING, BRACING OR OTHER
SUPPORT TO PREVENT MOVEMENT, SETTLEMENT, OR COLLAPSE OF STRUCTURES, OR PORTIONS OF
STRUCTURES TO BE DEMOLISHED AND ADJACENT CONSTRUCTION TO REMAIN. WORK SHALL DE DONE
UNDER THE SUPERVISION OF A LICENSED STRUCTURAL ENGINEER PROVIDED BY THE CONTRACTOR.

CONTRACTOR SHALL CEASE OPERATIONS AT HIS/HER DISCRETION AND NOTIFY OWNER AND BUILDING
MANAGEMENT IMMEDIATELY IF SAFETY OF STRUCTURE APPEARS TO BE ENDANGERED. CONTRACTOR SHALL
TAKE ALL NECESSARY PRECAUTIONS AS DIRECTED BY THE CONTRACTOR'S LICENSED STRUCTURAL
ENGINEER TO SAFELY SUPPORT THE STRUCTURE UNTIL A DETERMINATION IS MADE FOR CONTINUING
THE WORK AS DIRECTED BY THE CONTRACTOR'S LICENSED STRUCTURAL ENGINEER.

13. CLEAN UP
AT COMPLETION OF DEMOLITION WORK, THE CONSTRUCTION AREAS SHALL BE LEFT IN BROOMED AND
CLEAN CONDITION. CARPETED AREAS ARE TO BE LEFT IN A VACUUM CLEAN CONDITION. VINYL FLOORING
SHALL BE DAMP-MOPPED AT THE END OF EACH WORK DAY. ALL DEBRIS AND MISCELLANEOUS MATERIAL
SHALL BE REMOVED AT THE END OF EACH WORK DAY.

14. EXISTING ELECTRICAL
IN PARTITIONS SCHEDULED TO BE DEMOLISHED, MAKE-SAFE AND REMOVE AND CAP ALL OUTLETS, SWITCHES,
WIRES, THERMOSTATS ETC... TO THEIR SOURCE AS REQUIRED. ALL EXISTING FLOOR MOUNTED OUTLETS,
WHERE NOTED TO BE REMOVED OR RELOCATED, SHALL BE CAPPED-OFF TO THE NEAREST JUNCTION BOX.
FILL AND LEVEL FLOOR TO ACCEPT NEW FINISHES AS REQUIRED. 

15. PATCHING
CONTRACTOR SHALL BE RESPONSIBLE FOR PATCHING AND/OR REPAIRING ANY DAMAGE CAUSED BY HIM OR
HIS SUBCONTRACTORS TO EXISTING CONSTRUCTION IN ELEVATOR LOBBIES, PUBLIC CORRIDORS, RESTROOMS,
OR TENANT SPACES. REFINISH TO MATCH ADJACENT FINISH, OR AS NOTED HEREIN

16. PIPES, VENTS, ETC.
REMOVE TO SOURCE ALL PIPES, VENTS, APPLIANCES, OR DRAINS NOT BEING RE-USED.

17. FLOORING
REMOVE ALL EXISTING IRREGULAR MATERIALS WHICH CAUSE RISES OR DEPRESSIONS IN FLOORING SURFACE,
SUCH AS FASTENERS, OUTLET CORES, COVER PLATES, RESILIENT FLOOR COVERINGS, CARPET, CARPET PAD,
FLASH PATCH, CONCRETE FILL, UNDERLAYMENT, ETC...

18. FIRE AND LIFE SAFETY SYSTEMS
NO EXISTING SMOKE DETECTOR, PUBLIC ADDRESS SYSTEM, FIRE ALARM EQUIPMENT, OR SIMILAR DEVICE,
INCLUDING THE ASSOCIATED WIRING, SHALL BE DAMAGED DURING DEMOLITION U.N.O. RELOCATION OF 
SMOKE DETECTORS, PUBLIC ADDRESS SYSTEMS, FIRE ALARM EQUIPMENT, NECESSITATED BY NEW
CONSTRUCTION SHALL BE COORDINATED WITH THE APPROPRIATE TRADE AND THE BUILDING OWNER,
AS REQUIRED AND PER THE PLANS. NO ACTIVE SMOKE DETECTORS SHALL BE COVERED DURING DEMOLITION
WORK. 

 

DEMOLITION NOTES

1. SCOPE
THE CONTRACTOR IS RESPONSIBLE FOR FURNISHING AND INSTALLING ALL ITEMS DESCRIBED
IN THE DRAWINGS INCLUDING ALL ACCESSORY PARTS REQUIRED FOR A COMPLETE AND 
FUNCTIONING INSTALLATION. ITEMS NOT SPECIFICALLY CALLED OUT YET NECESSARY
FOR FUNCTION SHALL BE ASSUMED TO BE INCLUDED.

ALL WORK PERFORMED ON THE SITE IN CONNECTION WITHN THIS PROJECT IS TO BE
PERFORMED IN COMPIANCE WITH ALL APPLICABLE CODES AND REGULATIONS. ANY
DISCREPENCY BETWEEN APPLICABLE REGULATION AND INFORMATION CONTAINED IN THE
DRAWINGS SHOULD BE BROUGHT TO THE ATTENTION OF THE ARCHITECT PRIOR TO
PROCEEDING WITH THE WORK.

2. DIMENSIONS
DO NOT SCALE DRAWINGS. WRITTEN DIMENSIONS GOVERN. ALL PARTITION LOCTIONS
SHALL BE AS SHOWN ON THE PLANS. IN CASE OF CONFLICT, NOTIFY THE ARCHITECT.

3. PARTITIONS
ALL GYPSUM WALL BOARD PARTITIONS SHALL BE TAPED AND SANDED SMOOTH WITH 
NO VISIBLE JOINTS OR LINES. ALL SCREWS OR OTHER ATTACHMENT DEVICES SHALL BE
PATCHED AND NOT VISIBLE. PATCH AND REPAIR SURFACES TO MATCH ADJACENT ADJOINING
SURFACES WHERE REQUIRED. ALL SURFACES SHALL BE ALIGNED AND SANDED SMOOTH.

4. DIMENSION REFERENCE POINTS
ALL PARTITIONS ARE DIMENSIONED FROM FINISH FACE OF GYPSUM WALL BOARD TO FINISH
FACE OF GYPSUM WALL BOARD, U.N.O. ALL DIMENSIONS MARKED "CLEAR" OR "CLR" SHALL
BE MAINTAINED AND SHALL ALLOW FOR THICKNESS OF ALL WALL FINISHES, U.N.O.

5. CLEAR DIMENSIONS
DIMENSIONS NOTED "CLEAR" AND "CLR" MUST BE ACCURATELY MAINTAINED, AND SHALL NOT
VARY MORE THAN +/- 1/8" WITHOUT WRITTEN INSTRUCTION FROM THE ARCHITECT.

6. DIMENSION TOLERANCES
DIMENSION TOLERANCES SHALL NOT EXCEED (LOCAL JURISDICTION CODE DEFINED CRITERIA).
VERIFY FIELD DIMENSIONS EXCEEDING TOLERANCE WITH THE ARCHITECT AND SECURE
ARCHITECT'S APPROVAL.

7. DISCREPANCIES
NOTIFY ARCHITECT IN WRITING OF ANY DISCREPANCIES OR CONFLICTS IN THE LOCATION(S)
OF NEW CONSTRUCTION. UPON COMPLETION OF PARTITION OF THE LAYOUT, NOTIFY 
ARCHITECT. VERIFICATION OF THE LAYOUT TO BE PROVIDED BY THE ARCHITECT PRIOR TO 
PARTITION INSTALLATION. 

8. EXPOSED EDGES
ALL EXPOSED GYPSUM BOARD EDGES TO BE FINISHED.

9. ALIGNMENT
ALL WORK SHALL BE ERECTED AND INSTALLED PLUMB, LEVEL, SQUARE AND TRUE, 
AND IN PROPER ALIGNMENT. "ALIGN" MEANS TO ACCURATELY LOCATE FINISHED
FACES IN THE SAME PLANE.

10. MILLWORK
REFER TO MILLWORK SHOP DRAWINGS FOR SPECIFIC DETAILS OF COORDINATION BETWEEN
MILLWORK/DRYWALL CONDITIONS.

11. CEILING HEIGHT PARTITIONS
REFER TO REFLECTED CEILING PLANS FOR SOFFITS, CEILING HEIGHTS AND PLENUM BARRIER
LOCATIONS.

CEILING HEIGHT PARTITIONS SHALL BE INSTALLED TIGHT TO FINISHED CEILING; WITH NO
JOINTS VARYING MORE THAN 1/8" +/- OVER 6'-0" U.N.O.

12. NOTES AND REFERENCES
REFER TO ADDITIONAL DRAWING SHEETS FOR NOTES, LEGENDS, SYMBOLS, ABBREVIATIONS
AND SCHEDULES.

13. ELECTRICAL WORK
REFER TO POWER PLANS AND REFLECTED CEILING PLANS FOR LOCATIONS OF SWITCHES,
OUTLETS, AND THE LIKE TO BE REMOVED. PATCH AND REPAIR PARTITION TO MATCH
ADJACENT SURFACE AND FINISH.

14. ARCHITECT APPROVAL
OBTAIN APPROVAL FROM THE ARCHITECT PRIOR TO MODIFYING COLUMN FURRING, 
RELOCATING PIPES AND SIMILAR SYSTEMS AND ITEMS, ADJUSTING ANY AND ALL OTHER 
FIELD CONDITIONS REQUIRED TO FIT PLANS.

15. SLAB WORK
ALL EXISTING AND NEW FLOOR SLAB PENETRATIONS FOR PIPING SHALL BE FULLY PACKED
AND SEALED IN ACCORDANCE WITH THE APPLICABLE BUILDING AND FIRE CODES.

16. DOOR CLEARANCES
TRIM THE BOTTOMS OF DOORS TO CLEAR THE TOP OF FINISHED FLOOR, AS APPLICABLE,
BY 1/4 INCH MAXIMUM U.N.O. VERIFY SLAB CONDITIONS AND TRIM EACH DOOR TO FIT 
CONDITIONS. WHERE RADICAL VARIATIONS IN FLOOR ELEVATION EXIST, DOORS SHALL BE 
ORDERED WITH BOTTOM STILE SIZED TO ACCOMMODATE THESE UNDERCUT CONDITIONS.

17. GLASS WORK
ALL GLASS SHALL BE TEMPERED CLEAR U.N.O.GLAZING TONG MARKS SHALL NOT BE
VISIBLE. CLEAN AND POLISH ALL GLASS PRIOR TO PROJECT DELIVERY.

18. MILLWORK
ALL MILLWORK SHALL BE FASTENED TO THE PARTITION. PROVIDE IN-WALL BLOCKING
FOR ALL MILLWORK. ALL CONCEALED LUMBER AND BLOCKING TO BE FIRE-TREATED.

19. CONTRACTOR TO PROVIDE SHOP DRAWINGS FOR:
-MILLWORK
-DOORS/FRAMES/HARDWARE
-GLAZING
-CARPET SEAMING DIAGRAM

20. PATCH AND REPAIR
ALL PERIMETER CONDITIONS WHERE DEMO OCCURS SHALL BE PATCHED AND
REPAIRED. ALL EXISTING WALLS DAMAGED SHALL BE REPAIRED AS REQUIRED
TO RECEIVE SCHEDULED FINISH. 

1. COORDINATION
COORDINATE THE WORK OF ALL TRADES INVOLVED IN THE CEILING WORK TO ENSURE CLEARANCES
FOR FIXTURES, DUCTS, PIPING, CEILING SUSPENSION SYSTEMS, ETC., NECESSARY TO MAINTAIN
THE FINISHED CEILING HEIGHTS. SEE REFLECTED CEILING PLANS FOR ADDITIONAL INFORMATION.

2. PERIMETER CEILING ANGLES
PERIMETER CEILING ANGLE, WHERE OCCURS, SHALL BE INSTALLED TIGHT TO VERTICAL SURFACES,
FREE FROM CURVES BREAKS OR OTHER IRREGULARITIES, AND FINISHED TO MATCH CEILING GRID U.N.O.

3. FIXTURE TRIM
FURNISH AND INSTALL; ALL FIXTURES, ASSOCIATED TRIM, FIXTURE LAMPS AND SEISMIC BRACING AS
REQUIRED.

4. FIXTURE LOCATIONS
ALL FIXTURE LOCATIONS SHALL BE TAKEN FROM THE ARCHITECUTRAL DRAWINGS.

LIGHT FIXTURE, EXIT SIGNS, SPRINKLERS, AND OTHER CEILING ELEMENTS LOCATED IN SUSPENDED
CEILING TILE SHALL BE LOCATED IN THE CENTER OF INDIVIDUAL CEILING TILES U.N.O.

ALL SWITCHES AND DIMMERS SHALL BE LOCATED 48" ABOVE FINISHED FLOOR TO CENTER OF SWITCH
U.N.O. MULTIPLE SWITCHES AT ONE LOCATION SHALL BE GANGED TOGETHER AND FINISHED WITH ONE
COVER PLATE U.N.O.

5. CEILING ACCESS
PROVIDE CEILING ACCESS AS REQUIRED FOR EQUIPMENT AND SYSTEM MAINTENANCE, AND TO MATCH
ADJACENT CEILING FINISH U.N.O.

6. SOFFITS AND CEILING HEIGHT DIMENSIONS
ALL SOFFITS AND CEILING HEIGHTS ARE DIMENSIONED FROM TOP OF FINISHED FLOOR TO BOTTOM OF
FINISHED GYPSUM BOARD OR CEILING TILE AND SHALL ALLOW FOR THICKNESS OF ALL FLOOR FINISHES.

7. COORDINATION
THE REFLECTED CEILING PLAN INDICATES THE LOCATION OF CEILING HEIGHTS, LIGHT TYPES, LIGHT 
FIXTURES, SWITCH LOCATIONS, AND ASSOCIATED ITEMS. REFER TO ELECTRICAL ENGINEERING DRAWINGS
FOR CIRCUITING, WIRING LAYOUT, AND ADDITIONAL INFORMATION.

8. DISCREPANCIES
IN THE EVENT OF DISCREPANCIES BETWEEN THE ARCHITECT'S REFLECTED CEILING PLAN AND THE 
ENGINEER'S LIGHTING PLAN, IMMEDIATELY NOTIFY THE ARCHITECT IN WRITING BEFORE ORDERING 
MATERIALS OR PROCEEDING WITH THE WORK.

9. PLENUM
ALL SPECIFIC INFORMATION CONCERNING INSTALLATION OF VARIOUS ABOVE-CEILING ELEMENTS ARE TO BE
FOUND IN THE HVAC, PLUMBING, FIRE PROTECTION, ELECTRICAL AND LIGHTING DRAWINGS.

10. CONFLICT
NOTIFY ARCHITECT OF ANY CONFLICTS OF LIGHT FIXTURE LOCATIONS WITH MAIN RUNNERS, DUCTS,
STRUCTURES, HVAC, PIPING AND OR CONDUIT, PRIOR TO FRAMING FOR LIGHTS. ANY DISCREPANCIES
BETWEEN ARCHITECT'S CEILING GRID LOCATION AND ACTUAL FIELD CONDITIONS ARE TO BE CLARIFIED
WITH THE ARCHITECT PRIOR TO FRAMING. 

11. FIXTURE LAYOUT
SUBMIT GRILLE, SPRINKLER, THERMOSTAT, AND OTHER FIXTURE AND ELEMENT LAYOUTS TO THE 
ARCHITECT FOR REVIEW AT LEAST 2 WEEKS PRIOR TO INSTALLATION. 

ALL SPRINKLER HEADS ARE TO BE CENTERED IN ACOUSTING CEILING TILE U.N.O.

12. FIELD VERIFICATION OF WORK
VERIFY FIELD CONDITIONS AND LOCATIONS OF ALL PLUMBING, MECHANICAL DUCTS, STRUCTURAL
ELEMENTS, AND ANY AND ALL OTHER APPLICABLE ITEMS; INSTALL APPLICABLE NEW PLUMBING,
MECHANICAL EQUIPMENT, CONDUITS AND OTHER RELATED AND APPURTENANT ITEMS SO AS NOT
TO CONFLICT WITH LIGHT FIXTURES AND ANY AND ALL FIELD CONDITIONS.

13. UL RATED ASSEMBLIES
FURNISH AND INSTALL UNDERWRITERS LABORATORIES INC. (UL) LABELED DEVICES THROUGHOUT.

14. LIGHTING FIXTURE PROTECTION
INSTALL LIGHT FIXTURES WITH PROTECTIVE FILM OR SIMILAR COVER OVER LOUVER, LENS, BAFFLE AND
THE LIKE, TO AVOID FIXTURE DAMAGE; FIXTURES SHALL BE MAINTAINED CLEAN AND AS NEW; LAMPS
SHALL BE NEW AT PROJECT COMPLETION.

15. LIFE SAFETY DEVICES
REFER TO ENGINEERING DRAWINGS FOR ALL LIFE SAFETY DEVICES REQUIRED BY CODE AND ALL
EMERGENCY LIGHT FIXTURES. ARCHITECTURAL DRAWINGS SHALL GOVERN LOCATION OF THESE
DEVICES. 

16. FINISH
AT ALL DESIGNATED OPEN TO ABOVE CEILING AREAS, AND AREAS ABOVE TRANSLUCENT CEILING
PANELS, ALL DECKING, PIPES, CONDUITS, DUCTS, WIRES, HANGERS, ETC. ARE TO BE PAINTED
U.N.O. REFER TO FINISH PLAN AND LEGEND FOR PAINT COLORS AND ADDTIONAL INFORMATION.

17. PROVIDE GWB INFILL TO UNDERSIDE OF EXISTING DECK (TYP. @ ALL EXISTING PERIMETER 
NON-FULL HEIGHT PARTITIONS), PATCH & RE-PAINT AS REQUIRED

1. BLOCKING
G.C. TO CHECK JOB PROGRESS AND COORDINATE WITH OTHER TRADES INVOLVED TO INSTALL BLOCKING.
G.C. IS RESPONSIBLE FOR ALL BLOCKING REQUIRED; UNDER NO CIRCUMSTANCES WILL "EXTRA" WORK BE
AUTHORIZED FOR BLOCKING. 

2. SHOP DRAWINGS
THE G.C. SHALL SUBMIT SHOP DRAWINGS AND SAMPLES TO THE ARCHITECT FOR REVIEW. 

3. FIELD CONDITIONS
PRIOR TO THE START OF FABRICATION, THE G.C. SHALL CHECK AND VERIFY ALL DIMENSIONS AND
CONDITIONS AT THE JOB SITE AND SHALL BE RESPONSIBLE FOR SAME. 

4. JOINERY
WHERE MEMBERS ARE MITERED OR BUTTED,THEY SHALL BE JOINED AND SECURED IN A MANNER TO 
INSURE AGAINST THE JOINT OPENING.

5. FABRICATION
ALL OF THE WORK SHALL BE FABRICATED, ASSEMBLED, FINISHED, AND ERECTED IN THE BEST METHOD
KNOWN TO MILLWORK TRADE. SURFACES SHALL BE TRUE, STRAIGHT, AND FREE FROM ALL MACHINE AND
TOOL MARKINGS, BRUISES, INDENTATIONS, CHIPS OR ABRASIONS.

6. FIELD VERIFICATION
IT SHALL BE THE G.C.'S RESPONSIBILITY TO HAVE EXAMINED THE JOB SITE IN CONJUNCTION WITH THE 
PROJECT DOCUMENTS SO AS TO BE SATISFIED AS TO THE CONDITIONS UNDER WHICH THE WORK WILL
BE PERFORMED, INCLUDING SUCH MATTERS AS UNLOADING FACILITIES, LOCATIONS AND SIZES OF
ELEVATORS, EQUIPMENT, OR FACILITIES NEEDED PRELIMINARY TO AND DURING THE WORK, AND OTHER
CONDITIONS WHICH AMY AFFECT THE WORK.

7. PROTECTION
THE G.C SHALL MAINTAIN REASONABLE PROTECTION TO SAFEGUARD MILLWORK WORK FROM DAMAGE AND 
TO PROTECT BUILDING OWNER'S PROPERTY FROM INJURY OR LOSS ARISING IN CONNECTION WITH PROJECT
WORK.

8. GUARANTEE
THE G.C. SHALL GUARANTEE THAT ALL MATERIALS AND WORKMANSHIP SHALL BE OF THE QUALITY 
SPECIFIED AND SHOWN AND THAT ANY DEFECT DUE TO IMPROPER WORKMANSHIP OR MATERIALS
DISCOVERED AND MADE KNOWN WITHIN ONE YEAR FROM THE DATE OF SUBSTANTIAL COMPLETION
OF THE INSTALLATION SHALL BE REPAIRED OR REPLACED WITH REASONABLE PROMPTNESS WITHOUT
ADDITIONAL COST. ARCHITECT WILL GIVE NOTICE OF SUCH OBSERVED DEFECTS WITH REASONABLE
PROMPTNESS.

9. FINISH
ALL MILLWORK SHALL RECEIVE FINAL FINISH AT THE SHOP OR FACTORY PRIOR TO DELIVERY. G.C. SHALL
PROTECT ALL FINISHED AND INSTALLED MILLWORK FROM DAMAGE BY OTHERS DAMAGED OR DEFECTIVE
MILLWORK SHALL BE REPLACED BY THE G.C. AT HIS EXPENSE. 

10. COORDINATION
MILLWORK CONTRACTOR TO COORDINATE LOCATION OF ELECTRICAL, TELEPHONE, AND COMMUNICATIONS
OUTLETS AND INSTALL GROMMETS IN COUNTERTOP SURFACES AS REQUIRED FOR CABLE MANAGEMENT.

11. SHELVING
NO UNBRACED LENGTH OF SHELVING AND OR COUNTER-WORK SHALL EXCEED 3'-0" WITHOUT ADDITIONAL 
SUPPORTS OR BLOCKING. ALL END CONDITIONS SHALL BE PROPERLY BLOCKED OR SUPPORTED. 

12. OVERHEAD CABINETS
ALL BLOCKING AND WOOD CLEATS FOR OVERHEAD CABINETS TO BE SCREWED AND SECURED TO FULL
HEIGHT OR BRACED CEILING HEIGHT METAL STUDS.

 

1. SCOPE
REFER TO ALL DRAWINGS, INCLUDING FINISH PLAN TO OBTAIN COMPLETE REQUIREMENTS
FOR SCOPE OF FINISH WORK.

ALL NEW AND EXISTING WALLS AND SURFACES  WITHIN AREA OF WORK, U.N.O., SHALL BE PAINTED.
THIS INCLUDES ALL PERIMETER WALLS AND ALL COLUMNS. 

2. FINISHES
NO PAINTING OR INTERIOR FINISHING SHALL BE DONE UNDER CONDITIONS WHICH WILL JEOPARDIZE THE
QUALITY OR APPEARANCE OF SUCH WORK.  ALL WORKMANSHIP WHICH IS JUDGED LESS THAN FIRST
QUALITY BY THE ARCHITECT WILL BE REJECTED. 

3. COLOR SELECTION
ALL COLORS SHALL BE SELECTED BY THE ARCHITECT, U.N.O.

4. FINISH PREPARATION
ALL SURFACES SHALL BE PREPARED TO RECEIVE THE SCHEDULED FINISH PER MANUFACTURERS'
RECOMMENDATIONS. ALL GYPSUM WALL BOARD PARTITIONS SHALL BE TAPED AND SANDED SMOOTH.
PAINT GRADE WOODWORK SHALL BE HAND SANDED BETWEEN COATS AND DUSTED CLEAN. ALL HOLES,
PITCH POCKETS, OR TREE SAP PORTIONS SHALL BE SCRAPED AND SEALED WITH A KNOT SEALER. ALL
NAIL HOLES, CRACKS, OR DEFECTS SHALL BE FILLED WITH PUTTY AFTER FIRST COAT, MATCHING COLOR 
OF STAIN OR PAINT FINISH. REMOVE OIL OR GREASE WITH MINERAL SPIRITS.  

ALL CRACKS, HOLES, IMPERFECTIONS IN EXISTING WALLS, PARTITIONS, OR GYPSUM WALLBOARD SHALL
BE FILLED WITH PATCHING PLASTER AND SMOOTHED OFF TO MATCH ADJOINING SURFACES. 

INTERIOR GYPSUM WALLBOARD SURFACES SHALL BE WIPED WITH A DAMP CLOTH JUST PRIOR TO
APPLICATION OF THE FIRST COAT, IN ORDER TO LAY FLAT ANY NAP WHICH MAY HAVE FORMED IN
SANDING PROCESS. 

5. WORK AREA CLEAN UP
UPON COMPLETION, REMOVE ALL PAINT FROM SPILL, SPLASH OR SPLATTERED LOCATIONS ON EXPOSED
SURFACES.

6. STAINING VENEER
A VENEER STAINS SHALL HAVE UNIFORM COLOR.

7. TOUCH UP
EXAMINE ALL FINISH SURFACES AFTER COMPLETION OF WORK, AND PROCEED WITH "TOUCH-UP" AS
REQUIRED. 

8. FINISH APPROVAL
PROVIDE ARCHITECT WITH A MINIMUM OF (3) 8" X 10" BRUSH-OUTS OF EACH COLOR AND FINISH FOR 
ARCHITECT'S APPROVAL AT LEAST 2 WEEKS PRIOR TO SITE APPLICATION. 

9. SOFFITS
UNDERSIDE OF SOFFITS (WHERE OCCURS) TO RECEIVE A FINISH TO MATCH ADJACENT VERTICAL FINISH
U.N.O.

10. DELIVERY LEAD TIME
CONTRACTOR SHALL BE RESPONSIBLE FOR ALLOWING FOR DELIVERY LEAD TIMES FOR ALL SPECIFIED 
FINISHES WITHIN THE CONSTRUCTION SCHEDULE. ALL DELIVERY TIMES MUST BE CONFIRMED, AND 
MATERIALS AND OR PRODUCTS PRE-ORDERED IF NECESSARY.  ANY EXCESSIVE LEAD TIME MUST BE 
BROUGHT TO THE ARCHITECT'S ATTENTION IMMEDIATELY  TO ALLOW FOR RE-SPECIFICATION IF 
NECESSARY. 

11. FLOOR SURFACE MODIFICATIONS
MODIFY EXISTING FLOOR SURFACES AS REQUIRED TO INSTALL NEW FLOORING MATERIALS, THUS
 PREVENTING
NOTICEABLE IMPERFECTIONS AND DEPRESSIONS.

12. FINISHES
REFER TO FINISH PLAN, ELEVATIONS AND DETAILS FOR CLARIFICATION OF EXTENT OF FINISH MATERIALS.

13. JOINTS
STAINED AND PAINTED SURFACES ARE TO BE FINISHED SUCH THAT JOINTS ARE NOT VISIBLE WHEN VIEWED
FROM ANY REASONABLE ANGLE, U.N.O.

14. FLOOR FINISHES
ALL INTERSECTIONS OF FLOOR FINISH MATERIALS SHALL BE LOCATED UNDER THE CENTER OF DOOR,
WHERE OCCURS U.N.O.

15. CARPET SEAMING PLAN
SUBMIT CARPET SEAMING PLAN TO ARCHITECT PRIOR TO ORDERING AND AT LEAST (4 ) WEEKS PRIOR TO
INSTALLATION FOR ARCHITECT'S REVIEW AND APPROVAL.

16. EXISTING FINISHES
EXISTING FINISHES IN BUILDING CORE AREAS TO REMAIN U.N.O.

REFLECTED CEILING PLAN NOTES FLOOR PLAN NOTES

MILLWORK NOTES

FINISH PLAN NOTES

A-021

GENERAL
NOTES
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NOTE:
THE CONDITIONS ILLUSTRATED ON THIS SHEET CONSTITUTE LEGAL
STANDARDS FOR HANDICAPPED ACCESSIBILITY. THEY DO NOT
CONSTITUTE ACTUAL ARCHITECTURAL CONDITIONS FOR THE 
CONSTRUCTION IN THE COURSE OF THIS WORK. SEE ENCLOSED
ARCHITECTURAL DRAWINGS FOR ACTUAL EXTENT OF WORK. NOT
ALL CONDITIONS SHOWN NECESSARILY OCCUR IN THIS PROJECT.

CONTRACTOR TO INFORM ARCHITECT WHEN DUE TO FIELD 
CONDITIONS, ACTUAL CONSTRUCTION WILL NOT CONFORM 
TO THESE STANDARDS

A-022

STANDARD
MOUNTING
HEIGHTS
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SCHEDULES &
PARTITION

TYPES

Door No. Location Size Swing

Width Height

Hrdw
 Set  

Type NotesFrame

DOOR SCHEDULE

A-030

REVIEW SET 10 MAY 2012

HARDWARE SETSFRAME TYPES

2" 2"

2
"

8'
-0

"

VARIES

TYPE A
16 GA STEEL KNOCK-DOWN DOOR
FRAME W/ SHOP-PRIME FINISH

DOOR TYPES

2" 2"

2
"

8'
-0

"

BORROWED LITE FRAME  TYPE B
16 GA STEEL WELDED 
SIDELIGHT FRAME W/ SHOP-PRIME
FINISH, 1/4" TEMPERED CLEAR GLASS

4
"

2'-0"

EX-100 100 RECEPTION EX. EX EXEX EX CARD READER ACCESS (BY OTHERS)

101 101 PHONE ROOM LH 23'-0" 8'-0"

102 102 PHONE ROOM LH 2

EX-104 104 OFFICE EX EXEX EX

EXR-107 107 CONFERENCE LH3'-0" 8'-0"

EX-108 108 OFFICE EX EXEX EX

EX-109 109 OFFICE EX EXEX EX

110A 110 MEETING ROOM BI-PARTL-1'-0"
R-3'-0" 8'-0"

EX-111 111 OPEN OFFICE EX EXEX EX

113 113 BL-2 RH4'-0" 8'-0"

114 114 HALL LH4'-0" 8'-0"

EX-115 115 WET LAB EX EXEX EX

EX-116 116 HALL EX EXEX EX

EX-103 103 ELECTRICAL ROOM EX. EX EXEX EX

EX

EX

EX

EX-106 106 SHARED OFFICE EX EXEX EX EX EX

EXR EXR

EX.

EX

EX. EX

EX. EX

EX EX

VARIES

8'
-0

"

6"

REFER TO 
HARDWARE SET

1/4" TEMPERED 
CLEAR GLASS

TYPE 2
1 3/4" THICK NATURAL ROTARY CUT 
BIRCH VENEER DOOR W/ WINDOW &
CATALYZED POLYURETHANE FINISH.
PROVIDE SELECT VENEER W/ BONDED
CORE MEETING AWS STANDARDS

VARIES

8'
-0

"

REFER TO 
HARDWARE SET

TYPE 1
1 3/4" THICK NATURAL ROTARY CUT
BIRCH VENEER DOOR W/  CATALYZED
POLYURETHANE FINISH.  PROVIDE
SELECT VENEER W/ BONDED CORE
MEETING AWS STANDARDS

A

3'-0" 8'-0" A

TYPE B SIDELIGHT EXR

01

01

EX-112 112 KITCHEN EX EXEX EX EX. EX

CARD READER ACCESS (BY OTHERS)

2

2

02

02

03 TYPE B SIDELIGHT 1 A

A

A

HARDWARE SET #02 (LOCKING INTERIOR W/ CARD ACCESS)

4 EACH HINGE IVE 5BB1
1 EACH LOCKSET BST 7KC W/#16D TRIM+STOREROOM FUNCTION
1 EACH STOP IVE FS436
3 EACH SILENCER IVE 20
1 EACH ELEC STRIKE BY TENANT
1 EACH POWER SUPPLY BY TENANT

4
1
1
3

EACH
EACH
EACH
EACH

HINGES
LATCHSET
STOPS
SILENCERS

IVE
BST
IVE
IVE

5BB1
7KC W/#16D TRIM + PASSAGE FUNCTION
FS436
20

HARDWARE SET #01 (NON-LOCKING INTERIOR)
MANUFACTURER ABBREVIATIONS:

STA
SCH
IVE
LCN
ADR

STANLEY
SCHLAGE
IVES
LCN
ADAMS RITE

VDI
JSN
H&B
BST
KAW

VON DUPRIN
JOHNSON
HALLIDAY & BAILLIE
BEST HARDWARE
KAWNEER

HAF
FAL
DOR
BOM

HAFELE
FALCON
DORMA
BOMMER

EX

EX

EX

EXR: EXISTING DOOR TO BE
RELOCATED 

EXR: EXISTING FRAME TO BE
RELOCATED 

EX: EXISTING HARDWARE TO REMAIN

EXR: EXISTING HARDWARE TO BE RELOCATED

HARDWARE SET #03 (NON-LOCKING INTERIOR PAIR)

8
2
1
1
2
6

HINGES
MAN. FLUSH BOLT
DUSTPRF STRIKE 
LATCHSET
STOPS
SILENCER

IVE
IVE
IVE
BST
IVE
IVE

5BB1
FB 458/626 
DP1/DP2 AS  REQUIRED
7KC W/#16D TRIM+PASSAGE FUNCTION
FB 436
20

EACH
EACH
EACH
EACH
EACH
EACH

CARD READER ACCESS (BY OTHERS)

CARD READER ACCESS (BY OTHERS)

PREP FRAME TO RECEIVE ELEC STRIKE

PREP FRAME TO RECEIVE ELEC STRIKE

PARTITION TYPES

Non-Rated Partition
Scale: 1 1/2"= 1'-0"

1

5/8" GWB ON 3 5/8" METAL STUDS 
@ 16" O.C.

METAL TRACK

METAL TRACK

EXISTING DECK

4 7/8"

BASE PER FINISH SCHEDULE

3 1/2" GLASS FIBER 
BATT INSULATION-INSULATE TO
UNDERSIDE OF DECK/SLAB

FINISH GWB TO EXISTING 
DECK / SLAB, CAULK ALL GAPS
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FINISH
SCHEDULES

A-040

VB-1 STRAIGHT BASE 
@ CARPET LOCATIONS

COVE BASE @ VCT
LOCATIONS 

COILED VINYL
WALL BASE

JOHNSONITE TRADITIONAL
WALL BASE

08 ICICLE

VB-2 COILED VINYL
WALL BASE

JOHNSONITE TRADITIONAL
WALL BASE

148 PAPRIKA STRAIGHT BASE 
@ CARPET LOCATIONS

COVE BASE @ VCT
LOCATIONS 

P-1

SYMBOL/CODE MANUFACTURER

WALL & PAINT FINISHES
PRODUCT
NAME

PRODUCT
NUMBER

COLOR/
FINISH DESCRIPTION NOTE

FLOOR FINISHES

CODE/SYMBOL PRODUCT
NAME / CODE

PRODUCT
NUMBER

COLOR/
FINISHMANUFACTURER DESCRIPTION NOTE

CARPET TILECPT-1 SHAW

MILLWORK FINISHES

CODE/SYMBOL PRODUCT
NAME

PRODUCT
NUMBER

COLOR/
FINISHMANUFACTURER DESCRIPTION NOTE

STANDARD
PLASTIC 
LAMINATE

BENJAMIN
MOORE

COLOR 
PREVIEW

VINYL
ENHANCED
TILE

VCT-1 P-2

P-3

STANDARD
PLASTIC 
LAMINATE

PLAM-1 P-391 CAARBORITE RUCHED
CHIFFON

STANDARD
PLASTIC 
LAMINATE

PLAM-2 ARBORITE

KITCHEN 
COUNTERTOP

BRICK
INSTALL

BRIGHT
WORK

BRONZED
27750

SHINE
59328

VERMILION SEE DRAWINGS 
FOR LOCATIONS

PROVIDE VB-2 @
ALL P-2 LOCATIONS

CEILING FINISHES

SYMBOL/CODE PRODUCT
NAME

PRODUCT
NUMBER

COLOR/
FINISHMANUFACTURER DESCRIPTION NOTE

BENJAMIN
MOORE

ECO-SPEC BASE WALL 
COLOR

SUPERWHITE SEE DRAWINGS 
FOR LOCATIONS

PROVIDE VB-1 @
ALL P-1 LOCATIONS

ACCENT PAINT
(REFER TO 
DRAWINGS)

E/W 
ORIENTATION

BENJAMIN
MOORE

2002-10

STANDARD
PLASTIC 
LAMINATE

PLAM-3 ARBORITE

VET-1 JOHNSONITE AZROCK
COLLECTION

RED HOTCE142

ARMSTRONG VINYL
COMPOSITION
TILE

STANDARD
EXCELON
IMPERIAL
TEXTURE

COOL WHITE51899

VINYL
ENHANCED
TILE

VET-2 JOHNSONITE AZROCK
COLLECTION

AMAIZEDCE133

VINYL
ENHANCED
TILE

VET-3 JOHNSONITE AZROCK
COLLECTION

CANDY
CORN

CE141

CLASSIC
COLORS

301 GLEN RIDGE
GOLD

ACCENT PAINT
(REFER TO 
DRAWINGS)

SEE DRAWINGS 
FOR LOCATIONS

PROVIDE VB-3 @
ALL P-3 LOCATIONS

S-498 SR FIRE RED

P-353 SAHARA
NIGHTS

RESILIENT 
FLOORING

LVT-1 PATCRAFT CLICK 
REFRESH

00550 HERON KITCHENALTERNATE #5 : 

ACT-1

ACT-2 GENESIS
CEILING
TILE

SMOOTH-
PRO SE

745-00 WHITE
EMBOSSED
SURFACE

GENESIS
CLASSIC X, METAL
SUSPENDED GRID

WET LAB AND BL-2 
CEILING TILE

ALTERNATE #6 : 

VB-3 COILED VINYL
WALL BASE

JOHNSONITE TRADITIONAL
WALL BASE

TB5 SUNSPOT STRAIGHT BASE 
@ CARPET LOCATIONS

COVE BASE @ VCT
LOCATIONS 

ARMSTRONG 2X4
CEILING TILE

WH1777DUNE GRID: SUPRAFINE ML
9/16" 

PERIMETER TRIM :
AXIOM CLASSIC 8"
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EX-108 EX-109

EX-104

FIRST FLOOR DEMOLITION PLAN

Scale: 1/4" = 1'-0"

1

A-100
A-100

FIRST FLOOR
DEMOLITION PLAN

EX-112

EX-103

EX-116

EX

EX-106

EX-111

DEMOLITION PLAN NOTES

REMOVE / DEMOLISH EXISTING FLOORING (CARPET & VCT) & BASE AS INDICATED 
(SHADED AREA). COORDINATE REMOVAL WITH FLOOR PLAN AND FINISH PLAN.

REMOVE EXISTING MILLWORK, COUNTERTOP AND SINK ASSEMBLIES. 
MAINTAIN ROUGH PLUMBING FOR RE-UTILIZATION IN NEW BL-2 LAB.

DEMO EXISTING PARTITIONS, REFER TO ELECTRICAL DRAWINGS 
FOR RECONFIGURED ELECTRICAL ROOM EQUIPMENT.

1

2

3

4

5

DEMOLITION PLAN & SYMBOL LEGEND

EXISTING PARTITION/ITEM TO BE DEMOLISHED

EXISTING PARTITION/ITEM TO REMAIN

EXISTING DOOR

EXISTING DOOR TO BE DEMOLISHED

SHADED AREA INDICATES REMOVAL OF EXISTING 
FLOORING

SEPARATION OF NEW & OLD WORK AREAS

2

3

DEMO EXISTING GWB SOFFIT.

4

4

REMOVE AND SALVAGE EXISTING CEILING FIXTURES FOR RE-USE. COORDINATE 
WITH A-200 AS REQUIRED.

EXISTING CEILING TILE & GRID TO BE REMOVED

EXISTING CEILING FIXTURES TO BE REMOVED

EXISTING CEILING DIFFUSERS & RETURNS 
TO BE REMOVED

EXISTING FIRE PROTECTION TO BE RECONFIGURED

4

6 REMOVE EXISTING LIGHT FIXTURES, DIFFUSERS, GRILLES, CEILING TILE AND GRID @ 
EXISTING KITCHEN LOCATION.

6

N.I.C.

6

EX

EX

N.I.C.

7 SCOPE OF WORK TO BE ISSUED SEPARATELY.

7

EX-100

EX-115

7'
-1

 7
/8

"
2'

-2
"

8
"

3'
-4

"

8 REMOVE PORTION OF EXISTING WALL AS REQUIRED FOR NEW DOOR AND SIDELIGHT.

8

A A' A'' B C

1

2

2.4

3

2.7
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110A

102

101

EX-108 EX-109

EX-104

FIRST FLOOR PLAN

Scale: 1/4" = 1'-0"

1

A-101
A-101

FIRST
FLOOR PLAN

114

EXR-107

EX-112

EX-103

LOBBY
 

ENTRY HALL
100

EX-116

EX

ELECTRICAL ROOM
103

OFFICE
104

COPY/PRINT
105

SHARED OFFICE
106

CONFERENCE
107

ROOM
101

PHONE

ROOM
102

PHONE

OFFICE
108

OFFICE
109

MEETING ROOM
110

OPEN OFFICE
111

KITCHEN
112

BL-2
113

EX-106

EX-111

WET LAB
115

HALL
114

113

HALL
116

1

2

1/A-800

2/
A

-8
00

SEPARATION OF NEW & OLD WORK AREAS

FLOOR PLAN & SYMBOL LEGEND

FLOOR PLAN NOTES

EXISTING PARTITION/ITEM TO REMAIN

NEW PARTITION

111

EX

DOOR NUMBER 

EXISTING DOOR

NEW DOOR

OFFICE
200 ROOM NUMBER 

ROOM DESIGNATION

ROOM NAME 

PARTITION KEY

PARTITION TYPE 
1

WALL THICKNESS AND FINISH TO MATCH ADJACENT WALL ASSEMBLY.

INSULATE & MODIFY EXISTING WALL ASSEMBLY PER SPECIFIED PARTITION TYPE. 
REFER TO DRAWING A-030.

1

2

3

4

EXISTING LAB MILLWORK SHOWN RELOCATED

ALTERNATE #4 :  NEW KITCHEN CABINETS, COUNTERTOP AND SINK. REFER TO 
INTERIOR ELEVATIONS A-800.

M
EXISTING LAB MILLWORK SHOWN RELOCATED

PROVIDE 2'-0" x 4'-0" IN-WALL BLOCKING TO ACCOMODATE TENANT SUPPLIED TV 
EQUIPMENT. CENTER OF BLOCKING TO BE INSTALLED @ 54" A.F.F.

5

PROVIDE F.R. IN WALL BLOCKING AT ALL MILLWORK LOCATIONS.

1

1

1

EXR DOOR NUMBER 

EXISTING DOOR TO BE RELOCATED

12
'-
3 

1/
2"

7'-10 1/2"

E
Q

.
E

Q
.

E
Q

.
E

Q
.

ALIGN

A
LI

G
N

ALIGN

3

2

2

2

N.I.C.

1

1

1

1

1

11

1

1

1

1

5

6

6 ALTERNATE #8:   1 1/2" THICK P-LAM COUNTERTOP WITH PTD. WALL CLEAT BELOW, 
PROVIDE IN-WALL BLOCKING.

EX

EX

N.I.C.

7 HALSEY TAYLOR HEAVY DUTY FOUNTAIN WITH BACK PANEL.
MODEL : HDFFEBP OR EQUAL.

8 ZURN MOP SERVICE BASIN (24x24).
MODEL : Z1996-24 OR EQUAL.

7

8

3'-4"  HOLD

9 SCOPE OF WORK TO BE ISSUED SEPARATELY.

9

F
E

FE

EX-100CR

EX-115

10 PATCH WALL WHERE CLOSET DEMOLITION OCCURS.

10

CR

CR

A A' A'' B C

1

2

2.4

3

2.7
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FIRST FLOOR REFLECTED CEILING PLAN

Scale: 1/4" = 1'-0"

1

A-200
A-200

FIRST FLOOR
REFLECTED

CEILING PLAN

 

10'-6"
ACT

9'-0"
ACT

RELOCATED / EXISTING SPRINKLERS SHOWN FOR REFERENCE ONLY. COORDINATE 
WITH FP DRAWINGS.

1

2 NEW LIGHTING SHOWN FOR LOCATION ONLY. REFER TO ELECTRICAL DRAWINGS FOR 
SWITCHING, CIRCUITING & ADDITIONAL REQUIREMENTS.

REFLECTED CEILING PLAN NOTES

RCP LEGEND

NEW 2x4 LIGHT FIXTURE 

EXISTING 2x4 LAY-IN FIXTURE 
(SHOWN RELOCATED)

NEW 2'X4' A.C.T. & GRID

EXISTING 2'X4' A.C.T. & GRID TO REMAIN

EXR

EXISTING 2x4 LAY-IN FIXTURE TO REMAIN
EX

EX
EXISTING SUPPLY DIFFUSER TO REMAIN

EX
EXISTING RETURN AIR GRILLE TO REMAIN

NEW SUPPLY DIFFUSER

NEW RETURN AIR GRILLE

EX
ACT

EX
ACT

EX
ACT

EX
ACT

EX
ACT

EX
ACT

EX
ACT

EX
ACT

EX
ACT

EX
ACT

EXR

EXR

EXR

EXR
EXR

EXR

EXR
EXR

EXR EXR
A A A

A

A

AAA

AAA

AAA

AAA

A

A

A

A

3 PORTION OF NEW SUSPENDED CEILING THAT SLOPES FROM 10'-6" TO THE EXISTING SOFFIT @ 
EXISTING EXTERIOR GLAZING.

EX EX

EX EX EX EX

EX

EX

EX

EXEX

EX

EX

EX EX EX

EX EX

EXEXEX

EX

EX

EX

EX

EX

EX

EX

N.I.C.

EXR

N.I.C.

4 PAINT TOUCH UP AS REQUIRED AT EXISTING PAINTED ACT.

4

5 EXISTING SOFFIT TO BE RE-PAINTED. REFER TO FINISH PLAN.

5

5

6 LOCATION OF NEW FLOOR OPENING ABOVE. COORDINATE WITH HVAC DRAWINGS.

6

33

3

UP

UP

7 REFER TO ALTERNATE 6 ON A-020.

7

7

A A' A'' B C

1

2

2.4

3

2.7
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110A

102

101

EX-108 EX-109

EX-104

FIRST FLOOR FINISH PLAN

Scale: 1/4" = 1'-0"

1

A-300
A-300

FIRST FLOOR
FINISH PLAN

114

EXR-107

EX-112

EX-103

LOBBY
 

ENTRY HALL
100

EX-116

EX

ELECTRICAL ROOM
103

OFFICE
104

COPY/PRINT
105

SHARED OFFICE
106

CONFERENCE
107

ROOM
101

PHONE

ROOM
102

PHONE

OFFICE
108

OFFICE
109

MEETING ROOM
110

OPEN OFFICE
111

KITCHEN
112

BL-2
113

EX-106

EX-111

WET LAB
115

HALL
114

113

HALL
116

P
-2

P
-2

P
-2

P
-2

P
-2

P-2

P-2

P-2P-2

P-3

P
-2

P-3

P
-2

P
-2

P-3

REFER TO FINISH SCHEDULE FOR CARPET SPECIFICATIONS.1

2

3

4

5

6

7

8

9

WALL PAINTS TO BE LATEX EGGSHELL FINISH. ALL METAL & WOOD TRIM, DOOR & 
SIDELITE FRAMES TO BE LATEX SEMI-GLOSS ENAMEL UNLESS OTHERWISE NOTED.

ALL WALLS TO RECEIVE 1 COAT TINTED PRIMER & MINIMUM 2 COATS FINISH ALL 
ACCENT WALLS W/ DEEP TONE TO RECEIVE SUFFICIENT COATS TO PROVIDE 
OPAQUE APPEARANCE.

ALL NEW AND EXISTING WALLS, UNLESS OTHERWISE NOTED, SHALL BE PAINTED.  
THIS INCLUDES PERIMETER WALLS AND ALL COLUMNS BOX OUTS.

REFER TO FINISH PLANS AND FINISH LEGEND FOR DEFINITION, PATTERNS, AND 
EXTENT OF COLORS USED.

ALL WALLS NOT SPECIFICALLY DESIGNATED SHALL BE P-1 WALL FINISH.

ALL SOFFITS TO BE FLAT FINISH. 

ALL NEW AND EXISTING GWB SOFFITS AND CEILINGS SHOWN ON REFLECTED 
CEILING PLAN TO BE RE-PAINTED. REFER TO FINISH REMARKS FOR 
COLOR DESIGNATIONS.

PROVIDE SLIMLINE VINYL TRANSITION STRIP SLT-XX AT ALL CARPET TRANSITIONS. 

FINISH PLAN & SYMBOL LEGEND

FINISH PLAN NOTES

N.I.C.

CPT-1

CPT-1

CPT-1

CPT-1

CPT-1

CPT-1

CPT-1

CPT-1

CPT-1 CPT-1

CPT-1

VCT-1

10 ALTERNATE 5 : SEE A-020. 
 

10
ALTERNATE 5 

CPT-1

EX

EX

N.I.C.EX-100CR

EX-115

CR

CR

11 P-2 ON EXISTING SOFFITS.

9

9

11

11

A A' A'' B C

1

2

2.4

3

2.7
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INTERIOR
 ELEVATIONS

A-800

INTERIOR ELEVATION @ KITCHEN 112

Scale: 1/4" = 1'-0"

1

A-800

FINISHED FLOOR

0' - 0"

T.O. RIDGE @ DECK

14' - 0"

1
A-900

INTERIOR ELEVATION @ KITCHEN 112

Scale: 1/4" = 1'-0"

2

A-800

FIN. CEILING

11' - 0"

EX-112

B

FINISHED FLOOR

0' - 0"

T.O. RIDGE @ DECK

14' - 0"

FIN. CEILING

11' - 0"

REF

PLAM (PL-2) WALL
MOUNTED UPPER
CABINETS

PLAM (PL-1)
BACK SPLASH

PLAM (PL-2) CABINETS,
WITH FULL OVERLAY DOORS
BINS BY TENANT

PLAM (PL-1) COUNTERTOP

PLAM (PL-1) TOE KICK BREAK IN WALL PLANE

PLAM (PL-2) WALL
MOUNTED UPPER
CABINETS

PLAM (PL-1)
BACK SPLASH

PLAM (PL-2) CABINETS,
WITH FULL OVERLAY DOORS
BINS BY TENANT

PLAM (PL-1) COUNTERTOP

PLAM (PL-1) TOE KICKBREAK IN WALL PLANE

1
A-900

1
A-900

1SIM
A-900PTD.

GWB
PTD.
GWB

ALTERNATE #4 : 
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1/4" REVEAL

ADJUSTABLE SHELVING (WHERE OCCURS)

ALIGN

4
"

3/4" THICK BACK SPLASH, SEE ELEVATIONS

FIN. FLOOR
0’ - 0”

TOP OF COUNTER
3’ - 0”

3"

EPCO MC405 ALUMINUM WIRE TYPE 4"
(TYP.)

FLUSH OVERLAY CABINETS  W/ PLAM (PL-3) OVER 
PARTICLE BOARD DOORS, MELAMINE  INTERIORS
135 DEGREE CONCEALED HINGES & ADJUSTABLE
SHELVES. COORDINATE WITH ELEVATIONS

DETAIL @ MILLWORK CABINET
Scale: 1 1/2" = 1'-0"

1

A-900

VARIES
1 1/4" THICK (PL-1) COUNTERTOP, SEE ELEVATIONS

PL-3 TOE KICK

CONCEALED BLOCKING BY OTHERS

WHITE MELAMINE INTERIOR AND ADJ. SHELVES

1'-2"

PLAM (PL-3) ON 3/4" SUBSTRATE

2'
-6

"

PLAM ON EXPOSED FACES TYP.

1'
-1

0"
3'

-0
"

3/4" THICK (PL-1) BACK SPLASH

2
"

2
"

2
"

EPCO MC405 ALUMINUM WIRE TYPE 4"
(TYP.)

A-900

DETAILS




